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GPU type GC3 
Ground Power Unit type GC3 

28VDC – 105A  
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Main Characteristics 

28 DC output 
Rated Power 3 kW 
Permanent current 105A 
Voltage 28,5VDC 
Voltage regulation ± 0,5VDC from 0 to 100% load 
  
Dimensions L 850mm x W 440mm x H 250mm 
Weight 70kg 
Operating temperatures -20° up to +45°C 

 
 

 
 

 

 Â Diesel engine GPU  
Â Compact and light GPU for

 integration in military vehicles



Tec hn ic a l  s hee t  550MGC3-GB-B  –  Tec hn ic a l  da ta  s ub jec ted  t o  be  mod i f i ed  w i t hou t  any  p r i o r  no t i ce  
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Engine 

� Lombardini type 15LD350 
� Diesel: XF63 / TRO (FR34) / Gasoil 
� Power : 5.1kW at speed: 3600 rpm 
� 1 cylinder, 349cm3 
� Air cooled 
� Manual starter 

Alternator 

� Guinault Brushless type AC100/3 
� 3000 W 
� Self ventilated 
� Direct engine semi-elastic coupling 
� Electronic voltage regulator Guinault  

Safeties 

Electrical 
� Over Voltage 
� Under Voltage 
� Over Load 
 
Engine 
� High Temperature 
� Low Oil Pressure 
 

Output 

� 28.5Vdc ± 0,5VDC from 0 
to 100% load 

� standard 28Vdc socket 

Main assembly 

� Steel frame – anti-corrosion coating 
� Fuel tank 4,3 litres 

Options 

� Cold start aid 
� Electrical engine starter 
� Additional fuel tank 
� Sound proofing 

Operation 

� Unit for integration in military vehicles 
and aircrafts 

 
 

Dimensions and Weight

 
� Dimensions: L=850mm x W=440mm x H=250mm 
 
� Weight  = 70kg  
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