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HazMax Radia/ss

FEATURES

Fluorescent system provides energy savings up to 50% when
compared to HID.

Multi voltage electronic ballast resistant to brownouts or voltage
and frequency fluctuations.

Stainless steel housing, lens frame, mounting brackets and
latches.

Flat or drop style lens versions with wide beam lumen
dispersions of 140 to over 180 degrees.

Lens frame hinged on side for easy lamp replacement.

Adjustable mounting brackets allow 110° range of aiming
positions.

ShoceLoc™ Bi-Pin spring loaded lamp holders for T5, T8 and
T12 lamp types, provide superior resistance to shock and
vibration.

Approved for Class Il Group E for atmospheres containing
combustible metal dust.

Field replaceable gasket, lens frame and latches.

Standard wall/ceiling mount style can be rotated on longitudinal
axis for optimum light positioning.

Neoprene gasket resists petroleum.
Optional self contained emergency battery backup ballasts.
Optional certified test switch on emergency models.

Optional long life T5 lamps available upon request (consult
factory).

COOPER Crouse-Hinds

APPLICATIONS

e Hazardous locations ¢ (il and gas exploration and production
e Marine & watertight requirements e Munitions manufacturing & storage
e Dusttight requirements e Salt and potash mines

e \Vaste water treatment plants e Petrochemical facilities

e Pulp & paper production e Corrosive environments

e (Grain & sugar milling processing & storage

e Pharmaceutical & additives formulation & processing

e Coal processing & storage

APPROVALS

e (lass | Division 2 Groups A, B, C & D e Type 4X

e Class | Zone 2 Groups lIA, IIB, [IB+ H2 & IIC * IP66

e Class Il Division | Groups E, F and G e Marine Outside Type Saltwater

e Class Il e ABS

STANDARDS

e UL 844 - Hazardous Locations e (SA - Class 3428 03

e UL 924 - Emergency Lighting Equipment e CSA - Class 3428 83
e UL 1598A - Luminaires for Marine Vessels

TECHNICAL SPECIFICATIONS

HOUSING
.062 inch thick, type 304 stainless steel, optional type 316.

LENS
0.125 inch thick, polycarbonate flat lens. Optional tempered glass flat lens or DR acrylic
drop lens.

REFLECTOR
Type 5052H32 aluminum with an electrostatically applied white polyester powder coat
finish. Minimum 90% reflectance.

GASKET
One piece neoprene.

MOUNTING
Adjustable stainless steel surface mount brackets.

LATCHES
Stainless steel positive-locking spring loaded.

LENS FRAME
Type 304 stainless steel, hinged on side. Optional type 316.

LAMP HOLDERS

Spring loaded on one end for linear lamp types.
ENTRIES

%" NPT feed-through outlets, one plugged.

LAMP TYPES
See ORDERING REFERENCES. Lamps not provided.

BALLAST
120 to 277 volt 50/60 Hz electronic, optional 347v and 480v.

EMERGENCY BATTERY BACKUP BALLAST
Optional, self contained 90 minute minimum for all lamp types. 120 minutes minimum
for F32T8 one lamp. Starting temperature 32°F/0°C.



ORDERING REFERENCES

APS lII

1. Series 2. Length (nominal)
APS - Flat lens 2 - 2 foot
APSD - Drop lens 4 - 4 foot

2

3. Number of Lamps
1-1lamp
2 - 2 lamps
3 - 3 lamps, Lamp Type 1, 5, & 6
4 - 4 lamps, 4 ft, Lamp Type 2 only

4. Lamp Types

1
_

7 0 * %

1-17/32 - 21ftF17 or 4 ft F32 - T8 Bi-Pin
2-40 - 2 ft FT40 - CF 2G11

5-24/54 - 2 ftF24 or 4 ft F54 - T5HO Mini Bi-Pin
6-14/28 - 2ftF14 or 4 ft F28 - T5 Mini Bi-Pin

7-44 - 4 ft F48 - T8HO RDC

8 -35/60 - 2ftF24 or 4 ftF48 - T12HO RDC

Mounting Style

0 - End Mounting - Standard wall/ceiling mounting kit included.

1 - End Mounting - Surface wall/ceiling mounting kit included.

2 - Pendant Mount - Via %” NPT hubs. See HP1095MTK for optional
mounting Kit.

Special Options
EM1 - Emergency Battery Backup Ballast, 1 lamp, 277v max

EMT1 - Emergency Battery Backup Ballast, 1 lamp, 277v max, test switch
L* - Lamps

LL* - Long Life Lamps (F54T5HO0 only)

P - Polycarbonate Lens (Standard on flat lens model)

TG - Tempered Glass Lens (Flat lens model only)

W - Dual Safety Cable Attachment Points

VA - Type 316 Stainless Steel Housing, lens frame

T - Multi-Point Terminal Block

SM - Shock Mount

*Lamps are not included unless option “L” or “LL” is specified.

5. Voltage / Frequency
7 - 120 to 277 Volt 50/60 Hz Notes:
6 - 347 Volt 60 Hz, consult factory for availability 1. Consult factory for options not listed.
9 - 480 Volt 60 Hz, consult factory for availability

COMMONLY ORDERED LUMINAIRES & CROSS REFERENCE

ey Weight
Part No. Description P/N Lbs Kg
APS22270L Stainless steel 2’ fixture, flat lens, 2 x FT40 120v 60 Hz FWFC240S 20.5 9.3
APS42870L Stainless steel 4’ fixture, flat lens 2 x F48 120-277v 50/60 Hz FWFN260S 370 16.8
APSD42870L Stainless steel fixture, drop lens, 2 x F48 120-277v 50/60 Hz FWN260S 37.0 16.8
TEMPERATURE CODES & APPROVALS
Nominal Ballast/Socket ANSI Classl Classl Classll Classll Class Starting Maximum Supply
Lamp Type Lamp Code T-Code Division Division n&in Temp Ambient* Wire
Wattage 2 1 T-Code
17 T8 Bi-Pin G13 F17-18 T4 AB,C&D E,F&G Yes T3C 0°F /-18°C 55°C 90°C
32 T8 Bi-Pin G13 F32-T8 T4 AB,C&D E,F&G Yes T3C -20°F / -29°C 55°C 90°C
40 4 Pin 2G11 FT40-CF T4 AB,C&D E,F&G Yes T4A 0°F /-18°C 40°C 90°C
24/54 T5HO Mini Bi-Pin G5 = F24/F54-T5HO T4 AB,C&D E,F&G Yes T3C -20°F / -29°C 55°C 90°C
14/28 T5 Mini Bi-Pin G5 F14/F28-T5 T4 AB,C&D E,F&G Yes T3C 0°F /-18°C 55°C 90°C
44 T8HO RDC R17d F48-T8HO T3C AB,C&D E,F&G Yes T3C -20°F / -29°C 40°C 90°C
35/60 T12HORDCR17d ~ F24/F48-T12HO T3C AB,C&D E,F&G Yes T3C -20°F / -29°C 40°C 90°C
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SPARE PARTS

HazMax Radia/ss

Part No. | Description
BALLAST 120-277V AC 50/60HZ, 1 x 14, BALLAST 120-277V AC 50/60HZ, 2 x 17, FX3533 LAMP, 40w, FT40 2G11
FX5350 |\ are FX5340  |ire , 40w,
BALLAST 120-277V AC 50/60HZ, 1 x 28 BALLAST 120-277V AC 50/60HZ, 2 x 32 Fr2184 " |FLATLENS, Polycarbonate, 21t models
FX5350 F28T5 » 1 X285, FX5340 F30T8 I FX2135 FLAT LENS, Polycarbonate, 4ft. models
FX5307 BALLAST 120-277V AC 50/60HZ, 1 x 24, FX5349 BALLAST 120-277V AC 50/60HZ, 2 x 44, FX2136 DROP LENS, DR Acrylic, 2ft. models
F24T5HO F48T8HO FX2137 | DROP LENS, DR Acrylic, 4ft. models
BALLAST 120-277V AC 50/60HZ, 1 x 54, BALLAST 120-277V AC 50/60HZ, 2 x 35, GKT6088-
FX5305  lrsatsto FX5334 " lroatiovo 60.5 GASKET, 2ft. models
BALLAST 120-277V AC 50/60HZ, 1 x 17, BALLAST 120-277V AC 50/60HZ, 2 x 60, GKT6088-
FXST74 Nri77s FX5334 " lragTioHo 1175 | CASKET, 4ft. models
Fxspp  |BALLAST 120-277VAC 50/60HZ, 1x 32, Fxso7y  |BALLAST 120-277VAC 50/60HZ, 2 x 40, FX7031S | MOUNT, Wall
F32T8 FT40 2G11 FX7027S | MOUNT, Standard
Fxsaag  |BALLAST 120-277V AC 50/60HZ, 1x 44, Fx5128HpU | EMERGENCY BATTERY BACKUP BALLAST, , oranaar
FA8T8HO EM1/EMT1,120-277v, CF, T8, T8HO, & T12H0  [FX7022S | MOUNT, Surface
Fxs3zq  |BALLAST 120-277VAC 50/60HZ, 1x 35, Fx5346HDU | EMERGENCY BATTERY BACKUP BALLAST, FX7023 | MOUNT, Pipe Mount Kit
F24T12HO EM1/EMT1,120 or 277v, T5 & T5HO FX7025 MOUNT, Chain Mount Kit
Fxsazq  |BALLAST 120-277V AC 50/60HZ, 1 60, FX3573  |LAMP, 14w, F14T5 FX7004A | MOUNT. Shook Mount
Eﬁ&iﬁ 20-277V AC 50/60HZ, N/ FTdp  oor4 - |LAMP 28w, F28T5 BEAMIGLAMP KIT, Beam clamps (2), Safety
N/A o N FX3568  |LAMP 24w, F24T5HO FX7028 | cale & Cable Gland
FX5350 BALLAST 120-277V AC 50/60HZ, 2 x 14, FX3567 LAMP, 54w, F54T5H0 FX4004 LAMP HOLDER, Stationary, 35w, 44w, 60w
F14T5 FX3577  |LAMP, 54w, Long Life F54T5HO FX4005  |LAMP HOLDER, Spring, 35w, 44w, 60w
Fx5350  |BALLAST 120-277VAC 50/60HZ, 2 x 28, FX3528  |LAMP, 17w, F17T8 Fxaoos | AMP HOLDER, Stationary, 14w, 17w, 24w,
F28TS FX3527  [LAMP, 32w, F32T8 28w, 32w, 54w
Fxgag7  |BALLAST 120-277V AC 50/60HZ, 2 x 24, LAMP HOLDER, Spring, 14w, 17w, 24w, 28w,
F24T5HO FX3565  |LAMP, 44w, FA8T8HO FX4009 | oo caw
— Egklfg\ﬁg 120-277V AC 50/60HZ, 2 X 54, FX3507  |LAMP, 35w, F24T12HO FX4043  |LAMP HOLDER, Stationary, 40w CF
PEELE LG 2o i 2 /A LAMP HOLDER, Spring, 40w CF
DIMENSIONS
| A
| B |
N
?|  e11/32 MNTG. HOLES I
0] (4 PLCS) 07/16 Lo (2 1/2
¥ (2 PLCS) bt
D L=/
r— (PT OPTION)
= mrn nram . 3/4 NPT
du-uh -t 3/ (2 PLCS)
A H = E
| \ = = = / |
c ‘
Nominal Dimensions in Inches / Centimeters Carton Wx D x L Nominal
Length A B c B E1 — Inches Weight
E1 E2 Lbs Kg
2Foot  31.5/80.01  30.25/76.84  29.25/7430  25.88/6572 9.0/22.86 6.0/1524  10x6x31%  10x8x32 21 9.5
4Foot  55.5/140.97 = 54.25/137.80  53.25/13526  36.0/91.44  9.0/2286 6.0/1524  10x6x56%  10x8x56 34 15.4
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Add 1 1b for 3 or 4 lamp.

Dimension “E1” is for drop style lens. Dimension “E2” is for flat style lens.



MOUNTING OPTIONS

Standard Wall/Ceiling Mounting Kit
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FX7027S L Sz
Standard Wall/Ceiling Mounting Kit ADD 2.125 g 45 ROTATION
2 aluminum brackets and mounting hardware. FoR DR;’P LENS & / sor AT 97/16
Adjustable swivel mount.
Surface Wall/Ceiling Mounting Kit
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FX7022S AOD 2125 (2 PLCS)
Surface Wall/Ceiling Mounting Kit FOR DROP LENS \ $7/16
2 aluminum brackets and mounting hardware. *
Flush mount.
Pendant Mount Kit

HP1095MTK
Pendant Kit

1 saddle strap and one universal aluminum junction

box & cover (%" NPT hubs).

BC2K
2 Beam Clamp Kit.
For use with surface mount.

Beam Clamp Kit
FX7028
Includes Beam Clamps (2), Safety Cable & Cable Gland

SC30H
48” stainless steel Safety Cable with snap
hook.

CX1502
Cable Gland %” aluminum,

cord grip range .438 - .562.

PAULUHN HAZMAX RADIA/SS




