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Converter type SA7 
Frequency Converter SA7 

7kVA– 115/200V 400Hz 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Main characteristics 

Input current Three phases + Neutral 400V/50Hz or 208V/60Hz  
Input frequency 50Hz or 60Hz 
Output frequency 400Hz 
Rated output power 7 kVA at cosϕ 0.8 
  
Noise level < 76dB (A) at 4m 
Dimensions L 870mm x W 840mm x H 940mm 
Weight 150kg 
Operating conditions -30°C to +52°C 

 
 

 
 

 
 

Â Compact and light 
   Â Heavy duty and EMC compliant 

            Â Telecommunication / missile systems 



Tec hn ic a l  s hee t  550MSA7-GB-C  –  Tec hn ica l  da ta  s ub jec ted  t o  be  mod i f i ed  w i t hou t  any  p r i o r  no t i c e  
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Power input 

� Input current: 50Hz-60Hz / 400V       
± 10% three phases  

� Power cable of length 25m – 
5x10mm2 – delivered without plug 

� Current input: 12A at full load (400V) 
� Starting current: Softstart 1xIn (rated 

current) 

Power output 

� Rotating filter 
� 400Hz ± 0.5% 
� Harmonics ratio: (PH,PN,PH/N) < 3% 
� 7kVA at cos ϕ 0.8 
� overloads: 10% during 1 hour / 25% 

during 15 minutes 
� Output voltage 200V ± 1% 

Safeties - Securities 

� On mains: phase rotation, phase 
sequence 

� On power output: 
� Over current 
� Over voltage 
� Under voltage 
� Over and under frequency 

� Motor overload 

Outputs 

� 400Hz socket, CE standard 

Main assembly 

� Mounted in steel plate closet cabinet 
for outdoor operation 

� Fitted with sand filters 

Options 

� Alternatives power outputs: 
� 5kVA 
� 10kVA 
� 15kVA 

� Any additional feature can be studied 
upon request 

� Output voltage 415V 

Operation - Performances 

� Standard operating temperature :  
-20°C to +50°C 

� Indoor and outdoor use 

Dimensions and Weight 

 
� L=870mm W=840mm H=940mm (volume=0.7m3) 
 
� Weight = 150kg 
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